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1. Project Name: Kahului DDH

2. Date of Inspection: August 14, 2007

3. Inspection Personnel:

Name Agency/0Office Telephone No.

a. Dan Meyers COE 438-8875

4. Discussion:

Prior to the inspection | met with Mr. Stephen Pfister, Harbor Master,
Kahului DDH, 873-3352. Pfister said the only recent work was the
completion of Super Ferry Docks at the harbor. Following the meeting
an inspections of the East B/W, and the West B/W were conducted. See
photo below:

East Breakwater

West Breakwater
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The noted discrepancies are as follows:
EAST BREAKWATER

a. Station 0+00, overview.

Note: Lightpole 18 = Sta 2+18

b. Sta 3+08, HS, Cracked armor stone.
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Note: Lightpole 15 = Sta 4+90

c. Sta 4+90, Lightpole # 15, Overview facing root.

d. Sta 7+44 (Lightpole 12), Overview facing head.
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e. Sta 13+43, 0S, adjacent stones not from structure.

f. Sta 14+90, Bridging of armor stone at crest

NOTE: Marker at 15+00

NOTE: Sta 26+26 (begin ribcap), State Harbor’s Extension of Pier 1, HS
of B/W.
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g. Sta. 26+26, HS, New dolphin and walkway adjacent B/W.

h. Sta 26+92 (Rib 12), Straight shank Ffluke break.
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i. Sta 26+30, 0S, Overview of steepened side slope.

Jj- Sta. 26+97 (Rib 13), Mid-shank break and shank-fluke
break.
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k. Sta 27+09 (Rib 15), Shank-fluke breaks (2 ea.).

1. Sta. 27+16 (Rib 16), HS, Tribar separation from ribcap.
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m. Sta. 27+19 (Rib 18), 0S, Straight shank fluke break.

n. Sta 27+19, 0S, Overview of side slope.
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o. Sta 27+51 (Rib 20), HS, Overview and broken tribar.

p. Sta 27+69 (Rib 30), 0S, three broken dolos.
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q- Sta 28+10 (Rib 29), 0S, dolo separation 10” from RC.

r. Sta 28+28, Rib # 32, Red cross painted.
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s. Sta 29+27 (Rib 40), Centerline of first turnaround.
Settling of armor stone causing ribcap to be unsupported.

t. Sta 30+30 (Rib 68), Red cross painted.
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u. Sta 30+97 (Rib 69) to Sta 31+43 (Rib 76), 0S, 10 ft Tribar
separation from ribcap.

v. Sta 31+50 (Rib 77) to Sta 32+04 (Rib 86), 8 ft Tribar
separation from ribcap.
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w. Sta 32+16 (Rib 88), 0S, Cracked/spalling ribcap, red cross
painted.

X. Sta 32+85, Broken tribar leg.

nd
Note: Sta 33+60 (Rib 101) is CL of 2 +turnaround.
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y. Sta 33+78 (Rib 104), 0S, Angle shank-fluke break.

Note: Sta 34+27 (Rib 111), Aerial Cross.
Sta 34+50 (Rib 114), End of ribcap.

z. Sta 34+62, HS, Broken tribar.
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aa. Sta 35+02, Straight shank-fluke break.

bb. View of East Breakwater head.
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WEST BREAKWATER:

a. Sta 9+70, Overview of structure and displaced small stones.

b. Tribar washed back from trunk of structure.
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c. Sta 17+41, 0S, Sideslope steepening, monitor armor stones
adjacent to toe.

d. Sta 17+85 (Rib 6), HS, Broken tribar.
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e. Sta. 18+50, HS, Broken tribar, no change this year.

f. Sta 18+50 (Rib 14), 0S, 8 separation of tribar from RC.
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g. Sta 19+00 (Rib 18), 0S, 4” separation and broken tribar.

h. Sta 19+00 (Rib 18), HS, Overview.
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i. Sta 19+41 (Rib 36), Red cross painted and ribcap spalling.

J- Sta 20+87 (Rib 40), HS, Cracked tribar.
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k. Sta 21+42 (Rib 44), 0S, Broken tribar.

A

1. Sta. 21+50, 0S, (Rib 47), Broken Tribar, adj ribcap.
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m. Sta. 21+42 to 21+60, 0OS, 4 broken dolos/tribars, end of turn
around.

n. Sta. 21+60, End of ribcap.
Note: Sta 23+08, Navigation Aid.

Note: Sta. 23+28, End concrete, Sta. 23+38, Aerial Survey Marker
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Head of West Breakwater.

5. Conclusion:

BOTH BREAKWATERS ARE CONTINUING TO SHOW SIGNS OF DOLO MOVEMENT AND
SIDESLOPE SETTLING, PARTICULARLY BETWEEN STA. 22+50 - 23+00, OCEANSIDE
OF THE WEST B/W (STATION NUMBERS WERE NOT RECORDED) AND SEPARATION AT
STA. 26+00 & STA. 29+00, OCEANSIDE OF THE EAST B/W. THESE AREAS OF
DETERIORATION NEED TO BE MONITORED AND COMPARED TO PREVIOUS PHOTOGRAPHS
ANNUALLY. THE STRUCTURE REMAINS SERVICEABLE. NAVIGATION AIDS ARE IN
GOOD CONDITION.

Signed:
Dan Meyers, CEPOH-EC-T

Signed:
Jim Pennaz P.E., Ch, CEPOH-EC-T
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